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PROANALYTICA

Laboratorijski namestaj iz ponude
PROANALYTICA-e

DIGESTORI

LABORATORIJSKI STOLOVI
LABORATORIJSKE SUDOPERE
LABORATORIJSKI ORMANI
SIGURNOSNI KABINETI
SISTEMI ZA NEUTRALIZACIJU
EKSTRAKCIONE RUKE
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PROANALYTICA

DIGESTORI

Proizvodnja, instalacija, upotreba naslonjeni na :

e Zakon o bezbednostii zdravlju na radu

e Zakon o zastiti od pozara

e Zakon o zapaljivim | gorivim teCnostima | zapaljivim gasovima

¢ Pravilnik o tehni¢kim normativima za sisteme za ventilaciju i klimatizaciju

¢ Pravilnik o preventivnim merama za bezbedan i zdrav rad pri izlaganju karcinogenima ili
mutagenima

e Pravilnik o preventivnim merama za bezbedan i zdrav rad pri izlaganju hemijskim
materijama

e Pravilnik o preventivnim merama za bezbedan i zdrav rad pri izlaganju bioloSkim
Stetnostima

e Uputstvo o utvrdivanju preventivnih mera za bezbedno Cuvanje, skladiStenje,
odnosno koriS¢enje narocCito opasnih hemikalija

e Standard SRPS EN 14175
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PROANALYTICA

SEMATSKI PRIKAZ OSNOVNIH KOMPONENTI
LABORATORIJSKOG DIGESTORA
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PROANALYTICA

1. Svetilika

2. Prozor digestora — jednodelni, trodelni ili sa otvorima za ruke
3. Ram prozora

4. Usmeriva¢ vazduha u komori (opcija)

5. Leda, bokovi i plafon - unutradnja obloga komore

6. Slavina za hladnu vodu sa skidaju¢om olivom.

7. PrekidacCi za svetlo i ventilator u IP55 zastiti.

8. Komanda slavine za hladnu vodu.

9. Komanda slavine za gas.

10. Suko utiénica 230V (standard) u IP55 zastiti ili 400V (opcija)

11. Podpultni elementi

12. Radna povrsSina
13. Instalacije za struju, hladnu vodu, otpadne vode i gasove
14. Slavina za gas

14. Odsis digestora

-

>

Figure 1: Laboratory room control in explosion-protected design for Zone 1

A) Volumetric flow contraller for extractor cupboard AC3 Compact B) Mechanical vol ic flow ller C) Volumetric flow controller Exhaust Air AC3 Compact D1)
Airflow Controller AC3 v Standard D2) Airflow Controller AC3 v Duct Controller E} Volumetric flow contraller Supply Air AC3 Compact F) CAN bus G) Airflow Controller
with activated master function for laboratery room control H) Communication unit 1) Sash Window Centroller SC
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PROANALYTICA

Tehnicke karakteristike laboratorijskog digestora opste namene

TIP DD 0750/0800/0850/0900/0960/1000/1100/1200 /1300
1400/1500/1600/1700/1800

Mogucnost postavljanja digestora na radni sto na mestu po zelji korisnika

Dimenzije :

Sirina 750 mm- Tip DD 0750

800 mm- Tip DD 0800

850 mm- Tip DD 0850

900 mm — Tip DD 0900

960 mm — Tip DD 0960

1000 mm — Tip DD 1000

1100 mm — Tip DD 1100

1200 mm — Tip DD 1200

1300 mm — Tip DD 1300

1400 mm — Tip DD 1400

1500 mm — Tip DD 1500

1600 mm — Tip DD 1600

1700 mm — Tip DD 1700

1800 mm — Tip DD 1800
Dubina 500/550/600/650/700/750/800/850/900 mm
Visina 2200/2250/2300/2350/2400/2450/2500 mm

*ili dimenzije po Zelji korisnika — moguc¢ izbor dimenzija u okviru tipova ne manje od 5 mm u
odnosu na standardne dimenzije tipa; visina radne povrsine ( od poda ) iznosi 900 mm
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PROANALYTICA

Standardni i opcioni delovi digestora i materijali

Konstrukcija je izradena od Celi¢nih profila debljine 2mm i hladno valjanog Celi¢nog
lima debljine 1,2mm u antikorozivnoj epoxy zastiti, debljine 80 mikrona.

o0 Opciono - komora moze biti izradena od obostrano formiranih melaminskih
plo¢a debljine 18 mm
Unutrasnja obloga radne komore digestora od Trespa-TopLab Plus®

0 Opciono — od polipropilena ili lima u epoxy antikorozivnoj zastiti
Prozor od kaljenog stakla (debljine 6mm) sa sistemom za podizanje od
plastificiranih €eliCnih nerdajucih uzadi i tegova od €elicnog lima u antikorozivnoj
epoxy zastiti i kotura¢a od polietilena/poliamida
o Opciono - od pleksiglasa
Rucice ergonomske, CeliCne u antikorozivnoj epoxy zastiti
Unutrasnje osvetljenje LED 2x8W u kucistu sa IP55 zastitom
o Opciono — UV lampa
Ispod radne povrsine sa prednje strane nalazi se kontrolni panel: 3 prikljucka 230V u IP
55 zastiti, komande za vodu i gasove, komande za svetlo i ventilator

o0 Opciono — dodatni prikljucci 230V, 400V, industrijski priklju€ci
Dovod vode putem laboratorijske slavine u skladu sa EN 13792
0 Opciono — slavine od PP ili INOX-a za sve vrste fluida, toplu i hladnu vodu
0 Opciono - ugradnja donjemontaznog bojlera
Radna povrsina monolitna keramika
0 Opciono — Trespa Top Lab plus

Opciono — ugraden skuplja¢ kondenzata

Odvod otpadne vode - kiselootporna keramicka kadica ili sudopersko korito sa
polipropilenskim sifonom i odvodom

o Opciono — polipropilenska kadica ili sudopersko korito sa polipropilenskim
sifonom i odvodom (uz radnu povrsinu od Trespa Top Lab plus)
Otvor za ventilaciju @160-200 mm
Odsis digestora od kiselootpornih PVC cevi

O Opciono - monitor za protok vazduha, frekventni regulator za podeSavanje
protoka
Podpultni elementi od univera debljine 18mm( obostrano formirana melaminska
plo€a) sa vratima i policama, za odlaganje laboratorijskog posuda i ostalog
laboratorijskog pribora
Opciono : Podpultni kabineti za skladistenje hemikalija

0 Kabinet za skladiStenje zapaljivih i lako isparljivih materija
o Kabinet za skladistenje kiselina i baza (korozivnih materija)
o Kombinovani kabinet N
o Kabinet za skladiStenje hemikalija bez posebnog rezima skladiStenja
Uputstvo za upotrebu i odrzavanje na srpskom jeziku i obuka korisnika
Opciono - ispitivanje performansi digestora u skladu sa zahtevima standarda SRPS
EN 14175, koje obavlja akreditovana ustanova
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' PROANALYTICA '

Radna povrSina u unutrasnjosti laboratorijskog digestora je izradena od monolitne
keramike ili Trespa TopLab® Plus plo¢a

Trespa TopLab® Plus

monolitha keramika
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Flonl Glazed Edge Back Cut Edge

Kadice i korita od monolitne keramike ili polipropilena
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PROANALYTICA

LED osvetljenje u unutrasnjosti komore - 2 x 8W u IP 55 zastiti

Na komandnom panelu sa prednje strane digestora, ispod radne povrSine, nalaze se

utiCnice za struju, komande za vodu, gasove , vakuum i dr.

Sistem 45 - IP55

Maska sa mekim silikonskim
poklopcem u IP55 zastiti

[
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Ave Sistem 45 moduli

45S5P43N
Ugradna Kkutija 2503MG

PrekidaC za aktiviranje motora zadovoljava standard IP 55, motorna zastita ventilatora,
kontaktor i osiguraci (3 x 16A) se nalaze u razvodnom ormanu Kkoji je smesten u frontalnoj

masci haube digestora.

Proanalytica obezbeduje i komplete za reparaciju elektro instalacija.
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PROANALYTICA

Prednja strana kabineta je opremljena prozorom od kaljenog stakla ili pleksiglasa, u ¢eli€hom
ramu, za zastitu operatera i radne sredine.

Sistem za podizanje od plastificiranih celinih nerdaju¢ih uzadi i tegova od
Celinog lima u epoxy zastiti, sa koturaCama izradenim od polietilena ili poliamida.
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PROANALYTICA

GASNE, VAKUUM | INSTALACIJE ZA VODU IZRADENE PREMA STANDARDU EN
13792

-
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GAS TEHNICKI GASOVI

VODA | GAS VAZDUH / VAKUUM

TUSEVI ZA
ELEKTRO INSTALACIJE KONEKTORI DEKONTAMINACIIU
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PROANALYTICA

VODOVODNE, KISELOOTPORNE KANALIZACIONE | CEVI ZA IZDUVNU
INSTALACIJU

Vodovod - PPR cevi raznih precnika
Kanalizacija - HTPP cevi i fitinzi otporni na kiseline, baze i organske rastvarace
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PROANALYTICA

VENTILATORI | VENTILACIONI SISTEMI

Za ventilaciju se koriste kiselootporni radijalni ventilatori, sa radnim kolom od
vatrootpornog polipropilena (PP-FR) i kucista od vatrootpornog polietilena (PE-FR), i
kapaciteta do 5000m?3h

Motori ventilatora su u IP 55 zastiti, standardni ili u ex-izvedbi, sa moguénosc¢u
regulisanja protoka po Zelji korisnika pomocu frekventnog regulatora.

Ventilatori se isporucuju sa instalacionim kompletom ( nosac ventilatora,
ventilacioni vod , ...).

Koli€ina izbacenog vazduha iznosi minimum 750 m3/h, a veli€ina ventilatora se
projektuje zavisno od veliCine komore i duzine ventilacionog sistema. Brzina kretanja
vazduha u ravni prozora digestora prema otvoru digestora ( minimum 0,30 m/s ) zavisi od :

+ potreba korisnika

+ veli¢ine digestora

+ instalacionih uslova objekta u kome se instalira digestor.

HF - ol sertial e
To B A AES- 46D r—
—tmm r

HE  Hesbarnep o
T A_.- B0 -ITD -
ke e

o (o |

) \51 EMI MENADZMENTA

TEHNICKA PREZENTACIJA, VERZIJA JANUAR 2021

SERTIFIKOVANI o

2 StandCert



PROANALYTICA

Kontroleri i displeji za kontrolu protoka vazduha sa zvu¢nim i vizuelnim alarmom,
opsega merenja 0 - = 1500 m3/h

&TEMI MENADZMENTA
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PROANALYTICA

FILTERI

Opciono, prema zahtevu i potrebama narucioca, ventilacioni sistem moze biti
opremljen raznim vrstama filtera za filtriranje gasova i isparenja iz digestora.

—— - 0y _1::I"'.'

Laboratory
Fume Hoods
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PROANALYTICA

MATERIJALI ZA IZRADU RADNIH POVRSINA LABORATORIJSKIH STOLOVA |
DIGESTORA

Inox Melamin Polipropilen

Trespa TopLabrlus Monolitna keramika

PODKONSTRUKCIJA LABORATORIJSKIH STOLOVA

Metalna podkonstrukcija u obliku H i C nogara sa stopama za nivelaciju, izraduje se od celi¢nih
cevi kvadratnog preseka 30 x 30 x 2 mm, i pravougaonog preseka 50 x 30 x 2 mm ili 60 x 25 x 2
mm, bez vidljivih varenih spojeva, zastiCena epoxy zastitom uz standardnu RAL 7035 boju. Po

zahtevu korisnika dostupne su i druge boje iz proizvodnog programa proizvodaca. Nosivost stolova
je minimum 200 kg u skladu sa standardom SRPS EN 13150

Standardne duzine metalnih podkonstrukcija su: 900,1200,1500,1800 mm.
Standardna Sirina metalne podkonstrukcije: 550, 600, 700, 750, 800, 900 mm

Standardna visina metalne podkonstrukcije:750, 800, 900 mm.
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PROANALYTICA

CENTRALNI | RADNI LABORATORIJSKI STOLOVI

Radne ploCe, metalne podkonstrukcije i podpultni elementi opisani u prethodnom poglavlju.
Dimenzije, kao i oprema ovih stolova se rade prema potrebama korisnika.
Dodatna oprema za stolove:

1.

Priklju€ci za fluide (voda, demi voda, destilovana voda, zapaljivi i tehnicki gasovi i dr.).
u skladu sa EN 13792

2. Priklju€ci za struju ( monofazna, trofazna, IP 55 )
3.
4. Police za reagense u dva nivoa ( sa sopstvenom nose¢om konstrukcijom ), izradene od

PrikljuCci za telekomunikacije ( IT konekcije i telefon )

Celi¢nih profila u epoxy zastiti, sa staklenim uloSkom debljine 6 mm ( po zelji korisnika ulozak
moze biti i od Trespe ili univera )

Slivnici i kadice/korita razli€itih dimenzija izradene od monolitne keramike, polipropilena ili
nerdajuceg Celika

= EAM
=h STANDARDS
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PROANALYTICA

PODPULTNI ELEMENTI

Podpultni elementi se izraduju od univera debljine 18, 19 ili 25 mm, obostrano formiranog
melaminskom ploCom u skladu sa EN 13150 ( melaminska folija sa pojaCanom povrSinskom
zastitom ) , emisione klase E1(emisija isparenja formaldehida) .

lvice elemenata se kantuju ABS kant -trakom.

Standardne forme i dimenzije podpultnih elemenata su:

Duzina: 410, 560, 710, 860, 1120 mm
Sirina: 500, 520, 550 mm
Visina: 660, 810mm

Po Zelji korisnika moguce su i druge dimenzije stolova i podpultnih elemenata

Podpultni elementi mogu biti izradeni u razliCitim kombinacijama ( fioke, vrata ili kombinovano )
Stranice fioka mogu biti i metalne u epoxy zastiti. Frontovi fioka/vrata se izraduju od univera
debljine 18 ili 19 mm, obostrano formiranog melaminskom plo¢om i poseduju metalnu, palstificiranu
ergonomsku rucicu. Ovi elementi mogu stajati na cokli, polietilenskim tockic¢ima i kugli¢nim
leZajevima sa coklom ili bez ili niveliSu¢im €eli€nim stopicama sa coklom ili bez. Vrata elemenata su
sa standardnim mehanizmom za zatvaranie
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PROANALYTICA

PODPULTNI ELEMENTI ZA STOLOVE visine 750 mm
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PREGLED PODPULTNIH ELEMENATA ZA STOLOVE RADNE VISINE 750mm

Sirina elementa 410mm Sirina elementa 560mm Sirina elementa 710mm Sirina elementa 860mm Sirina elementa 1120mm
noge tockici noge tockici noge tockici noge tockici noge tockici
vrata sk/41/75-v | mk/41/75-v | sk/56/75-v | mk/56/75-v | sk/71/75-v | mk/71/75-v | sk/86/75-v | mk/86/75-v | sk/112/75-v mk/112/75-v
fioka/vrata | sk/41/75-fv | mk/41/75-fv | sk/56/75-fv | mk/56/75-fv | ski71/75-fv | mk/71/75-fv | sk/86/75-fv | mk/86/75-fv | sk/112/75-fv | mk/112/75-fv
dve fioke | sk/41/75-2f | mk/41/75-2f | sk/56/75-2f | mk/56/75-2f | sk/71/75-2f | mk/71/75-2f | sk/86/75-2f | mk/86/75-2f | sk/112/75-2f | mk/112/75-2f
tri fioke sk/41/75-3f | mk/41/75-3f | sk/56/75-3f | mk/56/75-3f | sk/71/75-3f | mk/71/75-3f | sk/86/75-3f | mk/86/75-3f | sk/112/75-3f | mk/112/75-3f
Cetiri fioke | sk/41/75-4f | mk/41/75-4f | sk/56/75-4f | mk/56/75-4f | sk/71/75-4f | mk/71/75-4f | sk/86/75-4f | mk/86/75-4f | sk/112/75-4f | mk/112/75-4f
pet fioka sk/41/75-5f | mk/41/75-5f | sk/56/75-5f | mk/56/75-5f | sk/71/75-5f | mk/71/75-5f | sk/86/75-5f | mk/86/75-5f | sk/112/75-5f | mk/112/75-5f

Po Zelji korisnika moguce su i druge dimenzije

Laboratory
Worktops

1 EMI MENADZMENTA
55

ERTIFIKOVANI

g StandCert
QS - 05 150 9001
£S- 0278 S0 14001

ON-0210  OHSMS 45001

TEHNICKA PREZENTACIJA, VERZIJA JANUAR 2021



http://www.google.com/url?sa=i&rct=j&q=&esrc=s&source=images&cd=&cad=rja&uact=8&ved=2ahUKEwj82OXg6YPgAhXhwAIHHTlxBusQjRx6BAgBEAU&url=http://www.mikro-polo.com/company/certificates.aspx&psig=AOvVaw2oTJGucTnM6eOGnCTUQ3V9&ust=1548330237844738�

N
T
| |
=
| |
=
| |
=1
ns =
=

PROANALYTICA

PODPULTNI ELEMENTI ZA STOLOVE visine 900 mm
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PREGLED PODPULTNIH ELEMENATA ZA STOLOVE RADNE VISINE 900mm

Sirina elementa 410mm Sirina elementa 560mm Sirina elementa 710mm Sirina elementa 860mm Sirina elementa 1120mm
noge tockici noge tockici noge tockici noge tockici noge tockici
vrata sk/41/90-v | mk/41/90-v | sk/56/90-v | mk/56/90-v |sk/71/90-v | mk/71/90-v | sk/86/90-v | mk/86/90-v |sk/112/90-v | mk/112/90-v
fioka/vrata | sk/41/90-fv | mk/41/90-fv | sk/56/90-fv | mk/56/90-fv | sk/71/90-fv | mk/71/90-fv | sk/86/90-fv | mk/86/90-fv | sk/112/90-fv | mk/112/90-fv
dve fioke | sk/41/90-2f | mk/41/90-2f | sk/56/90-2f | mk/56/90-2f | sk/71/90-2f | mk/71/90-2f | sk/86/90-2f | mk/86/90-2f | sk/112/90-2f | mk/112/90-2f
tri fioke sk/41/90-3f | mk/41/90-3f | sk/56/90-3f | mk/56/90-3f | sk/71/90-3f | mk/71/90-3f | sk/86/90-3f | mk/86/90-3f | sk/112/90-3f | mk/112/90-3f
Cetiri fioke | sk/41/90-4f | mk/41/90-4f | sk/56/90-4f | mk/56/90-4f | sk/71/90-4f | mk/71/90-4f | sk/86/90-4f | mk/86/90-4f | sk/112/90-4f | mk/112/90-4f
pet fioka sk/41/90-5f | mk/41/90-5f | sk/56/90-5f | mk/56/90-5f | sk/71/90-5f | mk/71/90-5f | sk/86/90-5f | mk/86/90-5f | sk/112/90-5f | mk/112/90-5f

Po Zelji korisnika moguce su i druge dime

Laboratory
Worktops

nzije, kombinacije fioka, vrata i podpultnih elemenata.
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PROANALYTICA

ANTIVIBRACIONI STOLOVI ZA VAGE

Antivibracioni, odnosno stolovi za vage imaju nosec¢u konstrukciju od €eliCnih cevi kvadratnog
preseka 40 x 40 x 2 mm u antikorozivnoj epoksi zastiti, povecane nosivosti ,sa stopama za
nivelaciju. Antivibraciona funkcija radne povrsine je obezbedena gumenim absorberima vibracija.
Radna povrSina moze biti u celini od mermera dimenzija 90x60x4cm ili od obostrano formirane
melaminske ploCe od iverice sa umetnutom mermernom plo¢om za postavljanje analitiCke vage.
Sto poseduje prednji oslonac za ruke. Standardne dimenzije stolova su 900 x 600 x 900 mm. Po
Zelji korisnika sto moze biti izraden u drugacijim dimenzijama.

LABORATORIJSKE SUDOPERE

Elementi laboratorijskih sudopera su: radna povrsina, ugradena kiselootporna kadica, podpultni
element i metalna podkonstrukcija

Standardne dimenzije laboratorijskih sudopera su:

Duzina: 600, 900,1200, 1500, 1600, 1650 mm

Sirina: 600, 650, 700, 750 mm

Visina: 800, 850, 900 mm

Oznake za porucivanje su: LS.duZina.Sirina.visina, npr LS.1500.700.900 Radne ploCe, metalna
podkonstrukcija i podpultni elementi su opisani u okviru poglavlja elemenata laboratorijskih
stolova. Laboratorijske sudopere mogu biti sa jednim, dva ili viSe korita, u zavisnosti od potreba

korisnika, kao i vanstandardne dimenzije.
11 - 1

3 - 1 T
Prema zahtevu, opciono mogu da se opreme i slede¢im
elementima:
1. Laboratorijskom  slavinom za  destilovanu ili
demineralizovanu vodu
2. Havarijskim tuSsem za preventivno ispiranje ocCiju u
slu€aju akcidenta
3. Proto€nim bojlerom ( nisko i visoko montazni )
4. Policom za susSenje laboratorijskog posuda
5. Potpultnim elementima prema potrebi korisnika ili bez njih
Laboratorijske sudopere standardno se opremaju laboratorijskim slavinama za hladnu i toplu vodu
u skladu sa standardom EN 13792, ili bez njih ukoliko se one postavljaju na zid.
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PROANALYTICA

LABORATORIJSKI ORMANI ZA ODLAGANJE LABORATORIJSKOG POSUDA
| LABORATORIJSKI GARDEROBERNI ORMANI

Laboratorijski ormani se izraduju od obostrano formirane melaminske ploCe debljine 18mm. Sve
ivice su obradene ABS kant trakom.
Standardne dimenzije ormana: jednokrilni ormani 600/520/1500,1800,2000 mm
dvokrilni ormani 900/520/1500,1800,2000 mm
Opcije frontoval/vrata su:
1. Krilna vrata
2. Klizna vrata
Opcije materijala su:
1. Obostrano formirane melaminske ploCe za ceo ili donji deo ormana
2. Kaljeno staklo za ceo ili gornji deo ormana

Nosece postolje se izraduje od Celi¢nih profila u antikorozivnoj epoxy zastiti.
Unutrasnjost ormana je podeljena podesivim policama.
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PROANALYTICA

VISECI ORMANI

Viseci ormani se izraduju od obostrano formirane melaminske plo€e debljine 18 mm. Sve ivice
su obradene ABS kant trakom.
Standardne dimenzije ormana: jednokrilni ormani 500, 600/320/600,700,800 mm
dvokrilni ormani 900/320/600,700,800 mm
Opcije frontoval/vrata su:
1. Krilna vrata
2. Klizna vrata
Opcije materijala su:
1. Obostrano formirane melaminske ploce
2. Kaljeno staklo

1000-1200

600
600

300

LABORATORIJSKE STOLICE

e Sediste od poliuretana e Dodatak hromirani prsten za noge.
e Sediste i naslon za leda od poliuretana e Baza plasti¢na ili metalna hromirana
e SediSte i naslon za leda od poliuretana i naslon e Na bazu se postavljaju mobilni element
za ruke od pvc (antistatik i plasti¢ni tockici ) ili stacionarni
e Sediste i naslon za leda se mogu podeSavati ( fiksne stope).
po visini.

e Ergonomski oblik omogucava sedenje u duzem
vremenskom intervalu.

podesavanje vising gasnim cilindrom

\51 EMI MENADZMENTA

&)
Z
z
S
o
|



http://www.google.com/url?sa=i&rct=j&q=&esrc=s&source=images&cd=&cad=rja&uact=8&ved=2ahUKEwj82OXg6YPgAhXhwAIHHTlxBusQjRx6BAgBEAU&url=http://www.mikro-polo.com/company/certificates.aspx&psig=AOvVaw2oTJGucTnM6eOGnCTUQ3V9&ust=1548330237844738�

PROANALYTICA

aS CCOSR SIGURNOSNI ORMANI ZA SKLADISTENJE HEMIKALIJA |
GASOVA
Pg o::m EM 14470-1 D I N EN @
‘ FeuenmiderstandsiShigkest \

90 Minuten
BRANDRAMMERGETESTET - TYPREPRLFT @ @ . ‘ ’

U skladu sa :

, EN 14470-1
kabineti za skladiStenje zapaljivih teCnosti

4 EN 14470-2
| kabineti za skladiStenje boca sa gasovima
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PROANALYTICA

EKSTRAKCIONE RUKE ZA ODVODENJE OPASNIH ISPARENJA
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PROANALYTICA

SISTEMI ZA PRECISCAVANJE | NEUTRALIZACIJU OTPADNIH TECNOSTI | GASOVA
U LABORATORIJAMA | POGONIMA (KAPACITET 200 LITARA/SAT)

FRIATEC

PreciS¢avanje otpadnih gasova

e Uredaj se instalira u prostoriji, u blizini mesta zagadenja

e PreciScava otpadni vazduh, tako s$to ga ispiranjem vodom filtrira i na taj nacin oslobada od
prasine, kiselih-baznih i isparenja od organskih rastvaraca. Voda sa prikupljenim
necCistoCama se dalje moze tretirati na primer u neutralizacionoj jedinici

Neutralizacija otpadnih teCnosti

¢ Automatska neutralizacija

e Jedinica moze biti stacionarna ili pokretna, samostalna ili prikljuena na izvor zagadenja.

e Naslonjeno na Uredbu o grani¢nim vrednostima emisije zagadujuéih materija u vode i
rokovima za njihovo dostizanje u delu pH vrednosti voda
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PROANALYTICA

MALI FOTOALBUM
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PROANALYTICA

KONTAKT

Bulevar umetnosti 27, 11070 Beograd
Republika Srbija
Tel/fax: + 381 (0) 11 313 05 42
e-mail : proanalytica@proanalytica.com ; prodaja@ proanalytica.com
www:proanalytica.com
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Napomena: fotografije koriS¢ene u brosuri su indikativne, i ne predstavljaju nuzno izgled elementa
koji opisuju
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